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Do not go gentle into that good night,
Old age should burn and rave at close of day;
Rage, rage against the dying of the light.

Though wise men at their end know dark is right,
Because their words had forked no lightning they
Do not go gentle into that good night.

Good men, the last wave by, crying how bright
Their frail deeds might have danced in a green bay,
Rage, rage against the dying of the light...

Dylan Thomas

To my mother and my grandmother...
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IX

Abstract

This document presents the implementation and optimization of a novel design for a three-
element radio interferometer with a time correlation system, to observe solar radio emissions
in a bandwidth centered on the Neutral Hydrogen line, or HI line, at 1.42 GHz.

For the commissioning phase, is proposed to conduct astronomical observations along with a
series of measurements in order to determine the sectors in the sky that present lower radio
interference, as well as to verify the radio interferometer’s proper operation.

Also, this novel design, opens the door for conducting new radio emission studies at the Obser-
vatorio Astronómico Nacional, with locally collected data, being a scientific research tool that
can be extended beyond Solar Astrophysics to other cosmic radio sources, thus contributing
to the development of a growing discipline in Colombia. Additionally, is intended that the ins-
trument is another teaching resource and contributes to interdisciplinary collaborations in the
country.

Keywords: Radio Astronomy, Interferometry, Correlator, Instrumentation, Solar Radio Bursts.
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Resumen

Título: Diseño y construcción de un radio interferómetro de varios elementos como arreglo en
fase.

Este trabajo presenta la implementación y optimización de un diseño novedoso de un radio in-
terferómetro de tres elementos con un sistema de correlación temporal para observar emisiones
solares en la banda de radio, en un ancho de banda alrededor de la línea de Hidrogeno neutro o
línea HI a 1.42GHz.

Para la parte de implementación y puesta a prueba se plantea realizar observaciones astronó-
micas en conjunto con series de mediciones para determinar los sectores del cielo con menor
interferencia así como verficar el correcto funcionamiento del radio interferómetro.

Además, es un diseño novedoso de instrumento, que abre la puerta para realizar en el Observa-
torio Astronómico Nacional nuevos estudios de emisión en radio, con datos recolectados local-
mente, empleándose como herramienta de investigación científica cuyo uso pueda extenderse
más allá de la Astrofísica Solar hacia otras fuentes cósmicas de radio, contribuyendo al desarro-
llo de una disciplina que está surgiendo en Colombia. También, se pretende que el instrumento
sea una forma de apoyo pedagógico y de fomentar colaboraciones interdisciplinares en el país.

Palabras clave: Radio Astronomía, Interferometría, Correlador, Instrumentación, Estallidos Sola-
res de Radio.
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1. Introduction

Motivation

For years, Scientists have been pursuing different ways to perform astronomical observations
beyond the limited range of optical wavelengths, in light of broadening the kind of information
available, so they can have a better understanding of physical processes in and around astrophy-
sical objects. Historically, Radio astronomy has been an important branch of astronomy, enabling
diverse studies such as mapping the structure of our galaxy, or in our case of interest, seeing dif-
ferent features on our Sun, with “another set of eyes”.

Radio astronomy is a field of astronomy that has not seen significant development in Colombia,
but is gradually growing thanks to some projects and ideas aiming, not only to shift the scales to
a more viable way of performing astronomical studies in a country whose climate conditions are
predominantly cloudy, but also to contribute to scientific and technological advances for future
generations of Colombian astronomers, scientists, and engineers, in addition to the benefit it
presumes for the nation and the society.With this inmind, a radio astronomy project was carried
out as a Bachelor’s Thesis in Electronic Engineering at Universidad Nacional de Colombia in 2016,
and that is considered as the founding stage and corner stone for this current project as a logical
continuation in this research field.

Main Goal

In this context, the main goal proposed for this project is to design and implement a multi-
element radio interferometer, each one with collector dish, for observations at 1.42 GHz.



2. Background

2.1. Solar Radio Emission

For a better understanding of Solar Radio emission, is essential to know the different solar phe-
nomena studied through optical methods. Solar radio emission can be divided in two types:
Undisturbed and Disturbed. Undisturbed Radio Emission is that where average physical con-
ditions, such as temperature or density, fairly describe the state of the solar atmosphere in
any given time. On the other hand, Disturbed Radio Emission origins in discrete regions that
differ significantly from average conditions, and are commonly associated to Active Regions,
Sunspots, faculae, filaments, transitory flares, prominences and other disturbances associated
to Radio Bursts. All variable phenomena in the Sun can be considered as a part of Solar Center
of Activity (CA), which extends to all layers of the Solar Atmosphere, from the photosphere to
the corona [14].

2.1.1. Overview of Radio Emission Processes in the Solar Atmosphere

Radio emission processes in the Sun and solar wind span over more than 6 decades in frequency,
from below 30 kHz (typical plasma frequency at 1 Astronomical Unit ¹) to just over 30 GHz. Over
this spectral range, most of the diverse and complex emission mechanisms can be somewhat
explained in terms of three characteristic frequencies, depending in physical parameters such as
electron density (ne), electron temperature (Te) or magnetic field (B). These three frequencies
are the (Eq. 2-1), the (Eq. 2-2) and the frequency at which the

(Eq. 2-3) [7].

�P � 8.98 � 103pne [Hz] (2-1)

�B = 2.8 � 106B [Hz] (2-2)

��ff=1 � 0.5neT
�3/4
e L1/2 [Hz] (2-3)

¹1 AU � 1.5�1011m, is the mean Earth-Sun distance.
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Figure 2-1.: Characteristic radio frequencies for the Solar Atmosphere. Taken from [7].

where is the relevant scale length in cm for free-free emission (the density scale height in the
case of an isothermal corona). The relation of each of these frequencies to height above the pho-
tosphere in the solar atmosphere is shown in figure 2-1, where the frequency at a higher level
is the frequency determined by the emission mechanism, according to the plasma conditions.
From 30 kHz to �100 MHz the dominant mechanism is plasma emission, at heights greater than
0.2R� above the photosphere. For an in-depth discussion on this topic, see [7].

The lines at the lower right corner represent the gyrofrequency and its harmonics. Emission
occurs typically at the third harmonic (� = 3�B), which lies above the absorption frequency
given at the �ff = 1 level, between 1 - 2 GHz up to 20 GHz. During bursts, gyroemission is
usually at � = 10�B and can extend to 800–900 MHz (Decimetric Range) [7].

2.1.2. Types of Radio Emission

Radio emission from the sun is present in various forms at different frequencies, each varying
slightly from another depending on the source. It consists on Quiet Sun Emission, Slowly Var-
ying Component (or S-Component) and Solar Radio Bursts, which were classified by Kundu in
merely taxonomical categories, according to their corresponding shape in radio spectrum [1].
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The following list describes some of these radio sources :

1. Quiet Sun: A low level of solar activity, below which radio emission never falls for long
periods of time, with little or none visible sunspots. Also, part of this emission is related
to thermal continuum emission during Solar Minimum [1, 14].

2. The SlowlyVarying Component: (Or S-Component) It is a component of daily variation, co-
rrelated with the transit on the solar disk of structures such as active regions or streamers.
Its emission is a thermal emission associated to high density and magnetic field regions,
in the vicinity of sunspots and chromospheric plages. Can be observed in the range of
500MHz to 10 GHz (� = 3 - 60 cm) [14, 17].

3. Type I Radio Bursts: A radio storm consisting on several short bursts, each spanning from
tenths of a second up to 15 seconds, with variable intensity. This storm may last several
hours or even days. The origin of this type of emission is largely unknown but short bursts
appear to be related to plasma emission, and the Type I Radio Storm could be related to
continuous reconnection above an active region [1, 6].

4. Type II Radio Bursts: Caused by the perturbation on the solar atmosphere of a shock wave
travelling upwards from a large flare, propagating at velocities of 500 - 2000 km/s outward
into the corona and interplanetary medium, and it can be caused by plasma ejected by the
flare. This type of radio bursts have a narrow band emission and a slow drift from higher to
lower frequencies, spanning several minutes, usually seen at the fundamental and second
harmonic of plasma emission frequency [1, 6].

5. Type III Radio Bursts: Also narrow band bursts, associated with transient phenomena on
or around an Active Region on the Sun’s surface. Type III radio bursts differ from Type II
bursts, since their drift in frequency is in the order of seconds. Type III bursts are caused
by high speed electron streams (or beams), propagating from the lower parts of the Corona
into the interplanetary medium [1, 6].

6. Type IV Radio Bursts: Broadband Continuum emissions with a maximum peak just after a
flare has erupted on the solar surface, due to either plasma emission or gyrosynchrotron
emission. Can last for several hours. There’s also a Moving Type IV radio burst, which has
a similar cause but is entrained in a CME or an expanding arch [1, 6].

7. “U” Radio Bursts: Also usually called “ ”. This are fast bursts with a typical du-
ration of seconds, and a variation on wavelength, increasing and decreasing. Associated
to flares and transient phenomena near active regions, with an origin similar to Type III
bursts [1].

This classification of Radio bursts is summarized in table 2-1 and can be seen in figure 2-2.
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Figure 2-2.: Schematic diagram showing the Classification of Solar Radio Bursts. Taken from
NICT ( )

2.2. 21 cm Radio Emission

2.2.1. The HI Line

Hydrogen is the most abundant element in the Interstellar Medium (ISM), comprising about
75 % of all baryonic matter. The structure of the interstellar medium is irregular, with some large
low-density regions, where Neutral hydrogen (HI) atoms are abundant, and some more complex
clouds with additional elements present, such as dust grains or different molecular compounds.
Additionally, this medium is not in a state of equilibrium, since the physical state varies con-
siderably between regions, due to the gas temperature dependence on either local heating or
cooling processes [3], [25].

These neutral hydrogen atoms are detectable in the HI spectral line, which is the transition bet-
ween the hyperfine structure levels 12S1/2, F=0 and F=1 of neutral hydrogen. This arises from
the fact that the electron and proton have a particular direction of spin, and the energy of the
configuration where the relative spins are in parallel (or aligned) is slightly higher from when the
spins are in antiparallel (or in opposite directions). When the atom changes from one state to
the other, a photon is emitted with a wavelength �=21.1 cm (�10=1420.405MHz) [3], [5], [8], [25].

In this case (a gas of neutral atoms), a selection rule suppresses transitions where the change in

http://sunbase.nict.go.jp/solar/denpa/hiras/types.html


2.2 21 cm Radio Emission 7

Table 2-1.: Classification of Solar Radio Bursts. Taken from Space Weather Services, Austra-
lian Bureau of Meteorology (

)
Type Characteristics Duration Frequency Associated

Range Phenomena
I Short, narrow-bandwidth bursts. Single Burst: � 1s 80-200 MHz Active Regions,

Usually occur in large numbers Storm: Hours - Days Flares, Eruptive
with underlying continuum. prominences

II Slow frequency drift bursts. 3 - 30 min 20-150 MHz Flares, Proton
Accompanied by a (usually) (Fundamental) emission, MHD
stronger second harmonic shock waves

III Fast frequency drift bursts. Single Burst: 1 - 3 s 10 kHz -1 GHz Active Regions,
Occur singularly, in groups or Groups: 1 - 5 min Flares

storms. Accompanied by Storm: min - Hours
a second harmonic

IV
Stationary Type IV. hours- days 20 MHz - 2 GHz Flares, Proton

Broadband Continuum emission
with fine structure
Moving Type IV. 30 min - 2 hours 20 - 400 MHz Eruptive

Broadband, slow frequency drift prominences,
with smooth continuum MHD shock waves

Flare Continua. 3 - 45 min 25 - 200 MHz Flares, Proton
Broadband, smooth Continuum emission

V Smooth, short-lived 1 - 3 min 10 - 200 MHz Active Regions,
continuum. Follows some type Flares

III bursts.

orbital angular momentum is null, and since both F=1 and F=0 states have zero angular momen-
tum, the F=1 state cannot be excited by ordinary radiation [8]. However, the F=1 state can be
excited by collisions and the return to the F=0 ground state can be detected [8]. The probability
for this forbidden transition is A10 = 2.868� 10�15 s�1, which is about 1023 times smaller than
the probability for an allowed optical transition [25].

With this line is possible to know the density distribution of HI in the ISM, to study the structure,
temperature and motion of clouds containing hydrogen as well as the rotation of the Milky Way
or the recession of other astrophysical objects [5], [8], [25].

http://www.sws.bom.gov.au/World_Data_Centre/1/9/3
http://www.sws.bom.gov.au/World_Data_Centre/1/9/3
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2.2.2. 21cm Solar Radio Emission

At wavelengths close to � = 21 cm, solar radio emission consists mainly of two components,
both of thermal origin; one is thermal radiation from the Quiet Sun, which can be used to extract
important information such as temperatures or electron densities from layers difficult to observe
in the optical range of the spectrum. The second component is The Slowly Varying Component,
which, as previously mentioned, is a radio emission closely correlated with active regions, plages
or other structures localized in the solar atmosphere [15].

The study of the chromosphere is of direct interest for Solar Radio Astronomy, since it can be
directly observed in radio waves in the mm and cm wavelength regions. For our case of study,
at 1.4 GHz (21 cm) the radio emission originates from somewhere in the upper chromosphere
[13], [10]. Christiansen, Warburton & Davies (1957) conducted a detailed study of bright regions
at 21cm with a grating interferometer, showing that these regions lay in the solar atmosphere
at an average height of 25000 km above the photosphere, with sizes between 3’ and 10’ and
temperatures close to 2�106 K. They discovered that the radio sources were always associated
with plages and, when resolved, had a similar size. Additionally, Christiansen (1960) showed
that at � = 21 cm the size and shape of a radio bright region (or “radio plage”, as they call it)
corresponds to the size and shape of the associated chromospheric plage [12].



3. State of the Art

3.1. Other HI Radio Observatories

In the first part of the project, we considered other instruments around the world, dedicated to
observe the 21 cm radio emission, either solar, stellar, galactic or some other type of astrophy-
sical object.

3.1.1. Brazilian Decimetric Array (BDA)

The Brazilian Decimetric Array (BDA) is a radio interferometer developed by the National Insti-
tute for Space Research (INPE, Brazil), located at the INPE campus in Cachoeira Paulista, Sao Pau-
lo, Brazil. Each antenna element consists of a 4 meter diameter parabolic dish in an alt-azimuth
mount [4], [19]. The BDA provides solar radio images, analyzed using spectral tomography tech-
niques to be used for space weather forecasting. Furthermore, the BDA is also useful for galactic
and extra-galactic research of the southern sky that is not accesible to other instruments such
as the Karl Jansky Very Large Array (VLA) [4]. The project is developed in three phases:

Phase I: Installation of an East-West five-element array with dual polarized log-dipole
feeds [19], operating in the frequency range of 1.2 - 1.7 GHz. The array was laid out over
a total 216 m distance, getting a spatial resolution of �3 arcmin at 1.5 GHz [4].

Phase II: 21 additional antennas laid out over 252 meters in the East-West direction, and
9 laid out over 166 meters in southern direction, forming a T-array. Frequency range in-
creased to 2.8 and 5.6 GHz [4].

Phase III: Finally, 8 additional antennas will be laid out in East-West direction and 4 in
South direction, baselines will increase to 2.5 km and 1.25 km in each respective direction.
Spatial resolution increases to �4.5 arcsec at 5.6 GHz [4].

3.1.2. Karl G. Jansky Very Large Array (VLA)

The Karl G. Jansky Very Large Array (VLA) is a 27–element interferometric array, arranged along
the arms of an upside-down Y. The VLA is located at an elevation of 2100 meters on the Plains of
San Agustin, NewMexico, and is managed from the Pete V. Domenici Science Operations Center
(DSOC) in Socorro, New Mexico. All 28 antennas (27 active and 1 spare) have a 25m diameter
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and are equipped with a set of 8 receivers covering a range between 1-50GHz as follows: 1–2
GHz (L-band), 2–4 GHz (S-band), 4–8 GHz (C-band), 8–12 GHz (X-band), 12–18 GHz (Ku-band),
18–26.5 GHz (K-band), 26.5–40 GHz (Ka-band), and 40–50 GHz (Q-band) [16].

There are four main antenna configurations, denoted D, C, B and A from smallest to largest, as
well as an additional BnA configuration reserved exclusively for VLA Sky Survey observations.
These configurations are performed by moving the component antennas over railroad tracks
along each arm. The VLA completes one full cycle through all four configurations in approxima-
tely 16 months. The VLA’s resolution is generally diffraction-limited, and thus is set by the array
configuration and the observing frequency. The instrument is sensitive only to structures on a
range of angular scales between the diffraction limit (the smallest angular scale detectable) and a
”Largest Angular Scale”(which depends on the fringe spacing formed by the shortest baselines in
the configuration) [16]. Table 3-1 shows the resolution and the scale at which severe attenuation
of large-scale structure occurs, the maximum (BMax) and minimum (BMin) antenna separations,
the approximate synthesized beam size (full width at half-power) and the largest angular scale
of detectable emission for the central frequency of the band of interest (L-band).

Table 3-1.: Configuration Properties for the Karl G. Jansky Very Large Array at L-Band (1.5 GHz).
Taken from NRAO: VLA Resolution (

).
Configuration A B C D

BMax [km] 36.4 11.1 3.4 1.03
BMin [km] 0.68 0.21 0.0355 0.035

Band Synthesized Beamwidth �HP BW [arcsec]
1.5 GHz (L) 1.3 4.3 14 46

Largest Angular Scale �LAS [arcsec]
1.5 GHz (L) 36 120 970 970

3.1.3. KAT-7

KAT-7 is a seven dish radio interferometer located in Northern Cape, South Africa. It was built
as a precursor to the MeerKAT radio telescope array as an intent to demonstrate South Africa’s
ability to host the Square Kilometer Array (SKA); However, it has become a pioneering scientific
instrument by itself [20]. It consists on seven dishes with 12 meters in diameter, made out of
fibre glass, with baselines ranging from 26 m to 185 m. The receivers operate in a frequency
range between 1.2 and 1.95 GHz, and are cryogenically cooled to about 70 K in order to reduce
radio noise and increase the system’s sensitivity [20], [22]. KAT-7 has 5 correlator modes, as
shown on table 3-2.

https://science.nrao.edu/facilities/vla/docs/manuals/oss/performance/resolution
https://science.nrao.edu/facilities/vla/docs/manuals/oss/performance/resolution
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Table 3-2.: Correlator Modes for the KAT-7 radio interferometer at Northern Cape, South Africa.
Taken from [22]

Mode # Bands Band Bandwidth Channel Bandwidth
Wideband 1 256 MHz 390.625 kHz 1

8k Wideband 1 256 MHz 48.8 kHz 2

HI Galaxy Clusters 1 400/16 = 25 MHz 25/4096 = 6.1 kHz
HI Galaxies / Maser Search 1 400/64 = 6.25 MHz 6.25/4096 = 1.525 kHz

Wideband 1 400/256 = 1.5625 MHz 1.5625/4096 = 381.4697 Hz

1. The channel bandwidth is obtained by dividing the IF Bandwidth (400 MHz) by the total
number of channels (1024). Only 256 MHz of the IF Bandwidth is useable.

2. IF bandwidth (400 MHz) is divided by 8192 channels.

3.1.4. MeerKAT

MeerKAT consists of 64 antennas in an Offset Gregorian dish configuration, where the diameter
for the main reflector is 13.5 m and for the sub-reflector is 3.8 m. The main reflector is made
up of 40 aluminum panels mounted on a steel support framework. MeerKAT is a stand-alone
world-class instrument, but also serves as a precursor for the Square Kilometer Array (SKA), and
will be merged into the SKA1-Mid array. [23], [21].

MeerKAT’s 64 dishes are distributed as follows:

48 of the antennas (75 %) are concentrated in the dense core area, where the shortest
baseline is 29 m and the longest baseline is 1 km.

An outer component containing the remaining 16 antennas (25 %), where the maximum
baseline is 8 km.

For the specific case of the L-band receiver, it operates in the range between 900 and 1670
MHz. A digitizer is mounted on the receiver indexer, close to the L-band receiver, with a sample
frequency of 1712 MHz and a 10 bit resolution [23].



4. Interferometer Design and
Implementation

4.1. Feeding System: Yagi-Uda Antenna

The interferometric array will use a novel design of Yagi-Uda antennas manufactured in FR-4
Printed Circuit Board (PCB) designed specifically to operate in a bandwidth around the center
frequency of 1.42 GHz (� = 21 cm), consisting on a series of linear dipoles around the energi-
zed element, acting as parasitic radiators (4 as directors and 1 as a reflector). The dimensions
for these elements, and the separation between them, are scaled by a factor multiple of the
wavelength of interest, � = 21 cm. The feeding system for the antenna is a modified Grounded
Coplanar Waveguide with a balun transition connected to a folded dipole, in order to obtain a
50
 input impedance and prevent mismatching with the transmission line. The resulting anten-
na is linearly polarized, according to the Axial Ratio measurement yielded in the simulation. The
full antenna design is shown in figure 4-1, and the complete design steps are found in [11] ¹.

Figure 4-1.: Yagi-Uda Antenna design with Folded Dipole and Grounded Coplanar Waveguide
feed. : Top Layer View; : Bottom Layer View; : Detail of
Via-Holes on folded dipole. Simulation performed with CST Microwave Studio [11].

¹A copy of the document can be accessed at: https://bit.ly/JSHT-BEng2016



(a)

(b)

Figure 4-2.: (a) Printed Yagi-Uda Antenna, fabricated with photolithography for radio interfero-
meter implementation. : Top Layer View; : Bottom Layer View.
(b) Validation of Input Reflection Coefficient (S11 parameter) and Bandwidth for
manufactured Yagi-Uda Antenna at the Electronics Engineering Laboratory - Uni-
versidad Nacional de Colombia [11].
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Following the manufacturing process, the antenna operation was characterized with a Vector
Network Analyzer (VNA) in the Electronics Engineering Laboratory at Universidad Nacional de
Colombia (as shown on figure 4-2) and in the Anechoic Chamber at Universidad de los Andes.

This novel antenna design was previously used to implement a two-element drift (or transit)
solar radio interferometer, where each of the elements consists on a 2�2 array. This array con-
figuration was implemented in order to increase the electrical length of the antenna without
actually changing the dimensions of the elements that comprise it (directors, reflector and feed
element), as well as increasing the directive characteristics of the antenna, such as realized gain
and received power [11].

For each element, the 2�2 configuration, between Yagi-Uda antennas the frontal separation is
of 0.75�=15.83 cm and lateral separation of �=21.1cm, as described in Hincapie Tarquino, 2016
[11], and is shown in figure 4-3.

Figure 4-3.: Yagi-Uda antenna array configuration. : 2�2 schematic designed in simulation.
Simulation performed with CST Microwave Studio; : Implemented 2�2 array
element. Adapted from [11].

4.2. Antenna Element: Yagi-Uda Antenna and Reflector Dish

The concept of antenna element for this instrument is based on an offset-fed paraboloidal reflec-
tor dish, with a 1.2m diameter, where the feeding system is the previously described Yagi-Uda
antenna. The reason for including the reflector dish is the enhancement in the directive charac-
teristics of the antenna element, such as directivity and gain, as well as the narrowing of themain
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lobe (Half-Power Beamwidth) in the radiation pattern. Comparison between the configurations
for the previously described 2-element drift interferometer (isolated Yagi-Uda antenna and 2�2
antenna array) and the current design are shown in table 4-1.

In the design stage we also considered the option of placing the 2�2 Yagi-Uda array as a feeding
network. This was ultimately discarded since the reflector dish was sub-utilized given that this
feeding network is highly-directive, considerably higher than the isolated antenna and with a
much narrower beam, leading to a loss in directivity for the element. Simulation results for the
Antenna element configuration of the 1.2m Reflector Dish with Printed Yagi-Uda antenna are
shown in figure 4-4.

Table 4-1.: Simulation Result Summary for Single Yagi-Uda Antenna and 2�2 Antenna Array
with Offset-Fed Reflector Dish

Isolated Antenna 2�2 Antenna Single Antenna 2�2 Antenna Array
PARAMETER without Array without with Offset-Fed with Offset-Fed

Reflector Dish [11] Reflector Dish [11] Reflector Dish Reflector Dish
Input Reflection -34.3583 dB -34.3583 dB -24.3591 dB -24.3591 dB
Coefficient (S11 (at 1.422 GHz) (at 1.422 GHz) (at 1.422 GHz) (at 1.422 GHz)

Parameter)
Half-Power (-3 dB) 317.6 MHz 317.6 MHz 321 MHz 321 MHz

Bandwidth
Directivity 10.99 dBi 15.56 dBi 21.96 dBi 20.07 dBi
Gain (IEEE) 9.397 dB 13.97 dB 20.18 dB 18.29 dB

Realized Gain 9.394 dB 13.96 dB 20.16 dB 18.28 dB
Half-Power 48.8 deg 31.1 deg 13.2 deg 9.9 deg

Beamwidth (HPBW)
Front-to-Back 18.928 dB 18.924 dB 24.583 dB 22.002 dB

Ratio



(a)

(b)

Figure 4-4.: Far-field radiation pattern for Antenna with 1.2m Offset-fed reflector dish. Realized
Gain. (a) Full View. (b) Polar View (Side and front of dish). Simulation performed
with CST Microwave Studio.
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4.2.1. Pier design and Motor Assembly

In order to have a fully steerable antenna element we designed a pier support with 2 coupled
stepper motors that enable pointing the antenna in any direction, one for azimutal motion and
the other for elevation. For each motion we coupled a NEMA 23 Stepper Motor with a reducer
gearbox, so we could obtain a higher resolution in motion without reducing the Pulse-Width
Modulation (PWM), and therefore not losing torque in the motors.

The motor control stage for steering the antenna consists of a Master-Replica RS485 Half-Duplex
protocol on Arduino, and a DM542T Digital Stepper Driver for eachmotor, as shown on the block
diagram in figure 4-5. There, the “replica” arduinos, digital drivers and regulated power supply
are located in isolated boxes on the antenna pier supports, and the Master arduino is located
next to the Control PC inside the building’s observation dome control room.

Figure 4-5.: Block Schematics for Antenna Motion Control Stage.

First, on the pier support was placed the stepper motor and gearbox for azimuth motion, where
the extended axis in the gearbox is fixed, located in the center of the pier upper plate, so the
motor moves on azimuth along with the upper section of the mechanism in a full 360� range.

A system of plates was submitted to custommachining for enclosure of the second gear box and
placement of the dish support. Following this, the stepper motor was attached to the gearbox
and placed on top of the first motor, in order to guarantee the elevation motion for the reflector
dish, in a range between 24� and 114�, so that the main lobe for the offset-fed reflector dish
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covers between 0� and 90� in elevation, according to the simulation design shown on figure 4-6,
showing some side and perspective views of the antenna element with the reflector dish in dif-
ferent positions, ensuring that we have the full range of motion for each antenna element. The
process for assembling the motor system is shown in figure 4-7, and the full installed antenna
element is shown in figure 4-8.

Figure 4-6.: Simulation design for Motor assembly, in order to verify the full motion range for
each antenna element. Side and perspective views with the reflector dish pointing
to the horizon ( & ) and to the zenith ( & ).

Figure 4-9 shows the implementedMaster and Replica modules for the control stage. This set-up
provides enough motion resolution for the antenna elements to appropriately track the astro-
nomical source within their Half-Power Beamwidth (HPBW). Therefore, with full-step operation
for the stepper-motors and the reducer gear-boxes, we have a minimal motion of 216 arcseconds
per step on the Azimuth axis, and 108 arcseconds per step on the Altitude axis. Additionally, the
Master-Arduinomodule has two “enable” switches, one to enable themanual control for the sys-
tem, and the other to block the verification signal coming from the “replicas”. The corresponding
control scripts are shown in Appendix A.
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Figure 4-7.: Motor assembly process for antenna element. Gearbox for Azimuth mo-
tion. Assembled gearboxes and metal enclosures. Stepper
motors attached to gearbox system. Assembled motor system with
dish support plate.



Figure 4-8.: Installation process for each antenna element
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